
Auto-Zip™

The Auto-ZipTM Stud Tensioner, which
incorporates the Zip-Nut® Double-Zip
Technology, is installed as one unit com-
pared to traditional tensioners requiring
three or more loose parts on each stud.

The Zip-Nut® Double-Zip spring loaded
thread segments allow the tensioner to
slide over the protruding stud threads,
eliminating the time-consuming task of
threading the puller nut in position.

Auto-Zip Stud Tensioners can be used for
all standard  tensioning operations as well
as subsea and nuclear applications. Other
applications include offshore, petrochemi-
cal, steel and mining industries.

The Auto-Zip Stud Tensioner’s compact
design allows 100% stud coverage from
one side of any ANSI or API flange.  For
example, the body diameter of a 1 5/8”
Auto-Tensioner is only 3.538” (90mm) thus
improving the ability to fit non-standard
applications.

The Auto-ZipTM Stud Tensioner can be fitted
with a special hydraulic release mecha-
nism and  hydraulic motor driven nut rota-
tor for subsea applications - ROV and diver
compatible.

The Auto-ZipTM Stud Tensioner is ideal for
multi-stud tensioning systems. All parts are
stainless steel, nickel-plated or coated to
provide corrosion protection.

Automatic retraction is also available with
the specially equipped FASTORQ Power
Unit Model HTP-2000.

The Auto-ZipTM Stud Tensioner is light
weight compared to competitor’s stud ten-
sioners.

Auto-Zip™

Stud Tensioners

Diam.
(IN.)

Diam. Load1

(Lbs.)
Load

(% Yield*) 
Area
(IN.2)

Oper.
(psi)

OD
(IN.)

3/4 M18 26.3 75 1.013 26,000 1.855

7/8 M22 36.4 75 1.399 26,000 2.142

1 M24 47.4 75 1.823 26,000 2.429

1 1/8 M27 62.2 75 2.391 26,000 2.635

1 1/4 M30/33 78.8 75 3.029 26,000 2.883

1 3/8 M36 97.1 75 3.736 26,000 3.159

1 1/2 M39 101.4 65 3.900 26,000 3.270

1 5/8 M42 120.9 65 4.650 26,000 3.538

1 3/4 M45 142.1 65 5.465 26,000 3.793

1 7/8 M48 164.7 65 6.335 26,000 4.078

2 M52 189.2 65 7.275 26,000 4.356

2 1/8 M56 215.1 65 8.273 26,000 4.632

2 1/4 M60 242.8 65 9.338 26,000 4.912

2 3/8 ----- 272.1 65 10.465 26,000 5.189

2 1/2 M64 253.2 60 9.738 28,000 5.178

2 5/8 ----- 303.9 60 11.688 28,000 5.57

2 3/4 M72 309.0 60 11.036 28,000 5.643

2 7/8 ----- 339.3 60 12.118 28,000 5.904

3 M76 370.8 60 13.243 28,000 6.159

3 1/8 M80 403.7 60 14.419 28,000 6.457

3 1/4 M85 438.0 60 15.643 28,000 6.68

3 3/8 ----- 473.8 60 16.920 28,000 6.947

3 1/2 M90 510.9 60 18.246 28,000 7.195

3 5/8 ----- 549.4 60 19.620 28,000 7.448

3 3/4 M95 589.2 60 21.043 28,000 7.709

3 7/8 ----- 630.6 60 22.521 28,000 7.97

4 M100 673.2 60 24.043 28,000 8.231
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Auto-ZipTM Subsea Stud Tensioner with remote 
operated nut rotator and release.

*Bolt load as a percentage of yield is based on the minimum yield strength of
ASTM A193,   B7 bolt material.  1 Maximum load x 1,000 lbs.

The Auto-Zip Stud Tensioner is a new concept design providing the industry with the
most current technology and flexibility!

P.O. Box 60869 AMF,  Houston, TX  77205
sales@fastorq Office: 281.449.6466     Toll Free: 1.800.231.1075      Fax: 281.572.1329                www.fastorq.com

Global provider of bolt loading and removal solutions


