
HYDRAPULL Model MK1085
Hydraulic Bundle Extractor

The basic Hydrapull is built around a 50-ton capacity cylinder for use on exchangers
up to twenty (20) feet.  Each unit is manufactured to the customer’s order according
to client designated specifications within the plant to meet their particular exchanger,
or range of exchanger requirements.
Each unit is furnished with adjustable mounting apparatus consisting of a bridge on
which the cylinder is mounted, and to which the bridge extensions are attached.
Push rod extensions are supplied in convenient lengths for use on tube bundles
from 3 to 20 feet.
Other standard items furnished include standoff legs, hydraulic hoses with quick
connectors, a hand operated two-stage hydraulic pump and all necessary bolting for
assembly of the unit to an exchanger.

Capacity of the Basic MK1085 Unit:

Hydraulic Cylinder 50 tons 45 tonnes
Minimum Exchanger Diameter 20 inches 508 millimeters
Maximum Exchanger Diameter 60 inches 1.52 meters
Maximum Exchanger Length 20 feet 6.10 meters
Maximum Stroke of Cylinder 6 inches 152 millimeters
Maximum Push/Pull Length 20 feet 6.10 meters

PUMP OPTIONS:
Model 205A Air/Hydraulic
Model 215E Electric/Hydraulic
(both units include hoses & fittings)

Tools and Technology . Engineered Lubricants 
 

     P.O. Box 1927   18914 East Industrial Parkway   New Caney, Texas 77357 
sales@fastorq.com                       Phone 281.449.6466  •  Toll Free 1.800.231.1075  •  Fax 281.572.1329                       www.fastorq.com 




