
FASTORQ  Lubricants     
Global provider of bolt loading and removal solutions 

PO Box  60869 AMF • Houston, Texas 770205-0869 
    18914 East Industrial Parkway • New Caney, Texas 77357 

sales@fastorq.com                        Phone (281) 449-6466  •  Fax (281) 572-1329  •  Toll Free (800) 231-1075                       www.fastorq.com

 

FASTORQ 72 
 

FASTORQ 72 is a heavy duty, nickel based thread lubricant designed to prevent galling and accomplish proper make-
up with less torque.  Repeatability is important.  FASTORQ 72 has a K-factor, which is not only lower, but also more 
consistent than any other nickel based compound. 

FASTORQ 72 is particularly recommended for use in extreme temperatures.  Connections subject to “metal creep” may 
no longer offer a good fit between mating surfaces. The solids package in FASTORQ 72 continues to provide a reliable 
bearing surface in order to prevent galling during breakout. 

FASTORQ 72 does not contain sulfur bearing or other materials that might cause stress cracking (an important feature 
in the nuclear industry).  It is recommended for temperatures up to 2500° F.     

 

Lubricant Classification Paste
Appearance Smooth, dark gray 
Specific Gravity 6.07
Solids Description Synergetic blend of nickel flake and another lubricating solid 
Solids Content 72% by weight 
Lowest Melting Point >2500 °F
Oil Description Mixture of petroleum and fatty oils 
Viscosity, SUS 325
Evaporation Rate None 
Solubility Nil

 

FASTORQ 72 is available in several container sizes: 

Part Number  
FNP72-20BT 20 oz Brush Top Can 
FNP72-20BT-C 20 oz Brush Top Cans, Case of 12 
FNP72-2.5 2.5 Lb, Pint Can 
FNP72-2.5-C 2.5 Lb, Pint Cans, Case of 12 
FNP72-5 5 Lb, 1 Quart Can 
FNP72-5-C 5 Lb, 1 Quart Cans, Case of 6 
FNP72-20 20 Lb, 1 Gallon Can 
FNP72-100 100 Lb, 5 Gallon Pail 
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